
NEW

HydraLoad System
A shaft-stabilizing bearing & removable lantern ring  
for improved reliability and ease of maintenance.
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FEATURES & BENEFITS 
•	 Has a low coefficient of friction, 

which allows for reduced power 
consumption

•	 Provides shaft stability
•	 Reduces product dilution and water 

use by 80%
•	 Increases flush water velocity and 

efficiency
•	 Unlike PTFE-based bearings, its 

material is dimensionally stable 
•	 Is resistant to chemicals
•	 Is available in solid and split designs
•	 May be manufactured in Title 21 FDA 

Material
•	 Is available with several packing 

configurations
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SIGNIFICANTLY REDUCES
•	  Reduces product dilution and water use by 80%

DIMENSIONALLY STABLE
•	 Provides shaft stability

•	 Unlike PTFE-based bearings, its material is dimensionally 
stable

•	 Is resistant to chemicals

INCREASES EFFICIENCY 
•	 Increases flush water velocity and efficiency

LOWERS ENERGY CONSUMPTION
•	 Has a low coefficient of friction, which allows for reduced 

power consumption

MULTIPLE OPTIONS
•	 Is available with several packing configurations

•	 May be manufactured in Title 21 FDA Material

•	 Is available in solid and split designs

HydraLoad System

THE ML2001 CAN BE USED WITH SEVERAL SEPCO HIGH-PERFORMANCE PACKING TYPES

•	 ML2011 with ML560 End Rings for most applications

•	 ML2240 for applications requiring a non contaminating packing and applications requiring a FDA Title 21 Certification

ML2001 ML560 ML2240

THE HYDRALOADTM SYSTEM USES  
A HIGH-PERFORMANCE BEARING BLOCK THAT:

80%  Product dilution and water use reduced
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HydraLoad-C
•	 ML2001

•	 4,000 FPM

•	 0 to 14 pH

•	 High-speed carbon

HydraLoad-W
•	 ML2240

•	 3,300 FPM

•	 0 to 14 pH

•	 High-speed expanded 
PTFE packing

Hydraload-F
•	 ML2240

•	 3,300 FPM

•	 0 to 14 pH

•	 High-speed expanded  
PTFE packing

•	 Bearing constructed of  
virgin PEEK

•	 System meets FDA Title 21



HydraLoad System
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Certified to ISO 9001:2015

This information is based on data that we believe to be reliable. 
Since conditions of product use are outside of our control, 

we make no warranties, expressed or implied and assume no 
liability in connection with any use of this information.
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CLOGGED PORT

CRACKED ELEMENT

The HydraLoad System, unlike many designs, includes a separate lantern ring that is replaceable 
if damage or clogging occurs. Some designs may have issues with an integral lantern ring, which 
often results in premature failure and lengthy downtime for removal. The expense of a total 
replacement because of clogging and premature fracturing is much higher than simply replacing  
a lantern ring.

4 No Cracks 4 No Clogs

QUALITY FLUID SEALING  
SOLUTIONS FOR INDUSTRY


